
HV cables Tools

CAMF4/40-90-BBCF

Section

HV Multifunction

Application

Fi eld
Laboratory
Production

PR2DUCT BENEFITS

+

No si li cone
Ball bearings for an easier rotation
of th e tool
Low rough ness over i nsulation

Diameter
40 - 90 mm

1,575 - 3,543 i nch

Bonded semicon
thickness capacity

T22L CAPACIT<

2,5 mm / 0,098 i n

Remaining length
of the semicon

55 mm / 2,165 i n

Length 460 mm

T22L DIMENSI2NS

:idth 155 mm

Height 150 mm

:eight without box3,9 Kg

Packaging Case

Insulation
thickness capacity

35 mm / 1,378 i n

Guiding By ball bearings

ALR2C SAS
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Multifunction tool for bonded
semiconductor and insulation

T2 D2 :HAT

Th e CAMF4/40-90-BBCF enables th e user :
-To remove th e bonded semiconductor
-To remove th e i nsulation
 
Th e ball bearings i n contact wi th  th e cable enable an easy rotation of th e tool 
 
Bonded semiconductor removal : Very steady  (16 ball bearings rolling around th e cable),
sh api ng th e cable round over th e i nsulation , constant di ameter over th e i nsulation, prevent th e
blade from di gi ng i nto th e i nsulation, perform a ch amfer on transiti on beetween th e i nsulation
and th e semi conductor
 
Insulation removal : Back -i ron th at enables th e user to tune th e pi tch  of th e tool th us mak i ng
th e rotation of th e tool easy wh en removing th e i nsulation

2ptions

BMF/40-90 - Th rust to stop th e tool
K7/GNS - Blade support to remove outer sh eath  semi conductor layer
K7/PNS4 - Blade support to length en ch amfrered transiti on and mak e groove/slot 
K7/SNS4 - To remove semiconductor wi th  straingh t transiti on beetween i nsulation and semi

Spare part

LFNS - Spare blade for bonded semiconductor
LINS - Spare blade for i nsulation

Associated tool

DMSR/40-90 - Rei nforced stripi ng tool for h ard outer sh eath  (PE, PEHD, Lead)
CHN4/50-110 NS - Tool to tapper XLPE i nsulation
GRI - Scraper for residues of bonded semiconductor



HV cables Tools

CAMF4/40-90-BBCF

Part Number

Tool capacity Dimensions

Diameter Pack agi ng

Length :idth Height

Bonded
semicon
thickness
capacity

Remaining
length of the
semicon

Insulation
thickness
capacity

Guiding

CAMF4/40-90-BBCF
40 - 90 mm

1,575 - 3,543 i n
case

460 mm
18,110 i n

155 mm
6,102 i n

150 mm
5,906 i n

2,5 mm / 0,098
in

55 mm / 2,165
in

35 mm / 1,378
in

By ball
bearings

CAMF5/55-160-BBCF
55 - 160 mm

2,165 - 6,299 i n
case

700 mm
27,559 i n

255 mm
10,039 i n

180 mm
7,087 i n

3 mm / 0,118 i n 80 mm / 3,150 i n35 mm / 1,378 i n By ball bearings

CAMF5/55-160-NSCF
55 - 160 mm

2,165 - 6,299 i n
case

700 mm
27,559 i n

255 mm
10,039 i n

180 mm
7,087 i n

3 mm / 0,118 i n 80 mm / 3,150 i n35 mm / 1,378 i nBy wh eels rolling


