Zubehor fiir die Rohrverlegung und —sanierung

Accessories For Pipe Renewal Systems

©

Innenziehkopfe fiir PEHD-Rohre

-ohne Abdichtung-
Pulling head for PEHD-Tube
-without seal-

RohrauBen-@
Tube dia. outside

32 mm
40 mm
50 mm
63 mm
75 mm
90 mm
110 mm
125 mm
140 mm
160 mm
180 mm
200 mm
225 mm
250 mm

Spannbereich ca.
Clamping range

24-28 mm
32-36 mm
39-47 mm
49-60 mm
59-70 mm
71-85 mm
87-103 mm
99-116 mm
111-130 mm
127-148 mm
144-166 mm
158-184 mm
178-206 mm
198-230 mm

Bestell-Nr.
Order No.
009.563.04
009.563.06
009.563.08
009.563.12
009.563.14
009.563.16
009.563.18
009.563.20
009.563.22
009.563.24
009.563.26
009.563.28
009.563.30
009.563.36

-mit Abdichtung-

-with seal-

RohrauBen-@

Tube dia. outside
32 mm
40 mm
50 mm
63 mm
75 mm
90 mm
110 mm
125 mm
140 mm
160 mm
180 mm
200 mm
225 mm
250 mm

Innenziehkopfe fiir PEHD-Rohre
Pulling head for PEHD-Tube

Spannbereich ca.
Clamping range

24-28 mm
32-36 mm
39-47 mm
49-60 mm
59-70 mm
71-85 mm
87-103 mm
99-116 mm
111-130 mm
127-148 mm
144-166 mm
158-184 mm
178-206 mm
198-230 mm

Technische Anderungen vorbehalten. Specifications are subject to change without notice.

Bestell-Nr.
Order No.
009.563.60
009.563.61
009.563.62
009.563.63
009.563.64
009.563.65
009.563.66
009.563.67
009.563.68
009.563.69
009.563.70
009.563.71
009.563.72
009.563.73
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Baumaschinen GmbH & Co. KG
Gottlieb-Daimler-StraBe 5

DE 24568 Kaltenkirchen / GERMANY
Telefon: +49 (0) 41 9199 330

Telefax: +49 (0) 41 91 99 33 99

E-Mail: info@bagela.de

Zertifiziert nach DIN EN 1SO 9001:2000
Certified according to DIN EN ISO 9001:2000



